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i. BEFORE SUBWITTING A PROPOSAL, BIDUERS SHALL EXAMINE CAREFULLY THE STE OF THE PROPOSED WORK, THE GENERAL AND LOCAL CONDITIONS, THE PROPOSAL FORM, STANDARD SPECHFICATIONS, SUPPLEMENTAL SPECIFICATICNS, SPECIAL
PROVISIONS, AND THE BID FORM, AND T IS WUTUALLY AGREED THAT THE SUBMISSION OF A PROPOSAL SHALL BE PRIMA FACIE EVIDENGE THAT THE BIDDER HAS MADE SUCH EXAMINATION AND HAS JUDGED FOR AND SATISFIED HilSELF AS TO "HE
CONDITIONS TO BE ENCOUNTERED IN PERFORMING THE WK, AND 7O THE REQUIREMENTS OF PLANS, STANDARD SPECIFICATIONS, SUPPLEMENTAL SPECIFICATIONS, SPECIAL PROVISIONS, CORTRACT AND BGNDS, NO ADJUSTMENTS R OCMPENSATION WiLL
BE ALLOWED FOR LOSSES CAUSED BY FALURE 70 COMPLY WiITH THIS REQUIREMENT,

2. SAE TOPOGRAPHY APS AND OTHER TOPOGRAPHIC DATA SHOWN ON THESE PLANS OR INCLUDED IN THE SPECIFICATIONS ARE FOR TME INFORLIATION OF THE CONTRACTCR. THE CONTRACTOR SHALL MAKE SUGH ADDITIGNAL INVESTIGATIONS AS
REQUIRED TO ACQUANT THEMSELVES ADEQUATELY WITH THS STE TOPOGRAPHY FOR PREPARATION OF THEIR Bid AND FOR THE SUCCESSFUL EXECUTION OF THE WORK,

3. THIS PROJECT SHALL BE CONSTRUCTED IN ACCORDANCE Wil THE CITY OF HUNTSVILLE “ENGINEERING STANDARDS OF OONSTRUGTION FOR PUBLIC IMPROVEVENTS", LATEST EDITION, THE "STANDIRD SPECIFICATIONS FOR CONSTRUCTICN OF PUBLIC

IMPROVEMENTS CONTRACT PROJECTS", LATEST EDTON, THE S0V OF HUNTSVILLE "DESIGN AND ACCEPTANCE MANUAL FOR SANITARY SEWERS”, LATEST EDITION, AND HUNTSVILLE STORMWATER MANAGEMENT MANUAL, LATEST EDINCN, ALL ANENDVENTS 1D

ETSEISNE[E%DI{:&]\RQS'SM %EA}?MQUS‘\ET’(ER STSAIAE‘:!(J%%SFEDERAL CONSTRUCTION GUIDELINES PERTAINING TO THIS PROJECT, OR AS DIRECTED BY THE ENGINEER OR AS REVISED PER PLAN. THE GONTRACTOR SMALL KEEP A COFY OF AL GITY OF HUNTSVILLE
t N T ¥ TA) 3 i

4 _NOTCE TO CONTRACTOR: THE CONTRACTOR SHALL BE RESPONSISLE FOR ALL DAMASE OUTSIDE TME CONSTRUCTION LINTS,  THE CONTRACTOR WILL BE RESPONSIBLE FOR ANY DAMAGE BY Wi OR HIS SUBCONTRACTOR'S. iT IS TME RESPONSIBILITY
OF THE CONTRACTOR 70 VIDEQ SAPE THE SKE PRIOR 70 CONSTRUCTION COMVENCING, T WILL ALSO BE HIS RESPONS:BILTY T0 PROVE ANY DAVAGE WAS DOKE BY OTHERS. THE OWNER MAY DIRECT THE CONTRACTOR TO PERFDRY NECESSARY
GRADING AND DRAINAGE 70 PREVENT SURFACE RUN-OFF FIOM DAMAGING THE WORK.  SUCH GRADING IS THE RESPONSIBILTY OF THE CONTRACTOR AND SHALL BE AT NO ADDITIONAL COST 10 THE CWNER. )

5. NOTICE 70 CONTRACTOR: ALL EVIDENT EWISTING UNLITIES ARE SHOWN: HOWEVER i7 iS THE CONTRACTOR'S RESPONSIBILAY 70 FIELD VERIFY EXACT S2ES AND LOCATIONS OF ALL EXISTING UTILITES BEFORE INTIATING ANY CONSTRUCTICN CPERATIONS.
THE EXISTENCE AND LOCATION OF ANY UNDERGROUND UTIL™:ES OR STRUCTURES SHOWN ON ThESE DIAWINGS ARE OBTANED BY A SEARCH OF THE AVAILABLE RECORDS AND WE ASSUWE NO SESPONSIBILITY AS 7O THE ACCURACY OF TEOR DEXICTED
LOCATION ON THESE ORAWINGS. ANY EXISTING UTILITIES INCLUDING WATER, GAS, ELECTRIC, TELEPHONE, CABLE TV, AND OTHER COMMUNICATION LINES THAT REQUIRE ADJUSTING, REPLACING, OR RELOCATING WILL BE DONE BY THE UTILITY COMPANY
WTHOUT COST T0 THE CONTRACTOR. ANY LINES DAMAGED DUE IO CONTRACTOR NEGLECT Wil BE REPLACED AT CONTRACTOR'S EXPENSE. THE CONTRACTOR SHALL CALL ALABAMA LINE LOCATION CENTES, INC., 1-8C0-202-B525 AND HUNTSWILLE
UTILITES, 1~256-882~B255 TW0 (2) DAYS BEFORE ANY EXCAVATION ON THIS PROJECT. THIS IS A REQUIREMENT OF ALABAMA ALT Q4—487.

6. EARTH FILL, INCLUQING TRENCHES, SHALL BE PLACED IN UNIFORM (AYERS OR UFTS NOT EXCEEDING 8" COMPACTED THICKNESS.
7. ALL FILL MATERIALS OUTSIDE PAVED AREAS SHALL BE COVPACTED TO §5% OF THE MAXIMUM DRY DENSRTY, PLUS OR MNUS 2% OF OFTIMUM MOISTURE, ASTM-D6798.

8. IT SHALL BE THE CONTRACTORS OBLIGATION 7O ENSURE “HAT ALL TRENCKING AND EXCAVATION COKPLIES WITH THE “DEPARTMENT OF LABOR, DCCUPATIONAL SAFETY AND HEALTH ADMINISTRATION PUBLICATION (23 GFR PART 1826) OCCLTATIONAL
BAFETY AND HEALTH STANDARDS — EXCAVATIONS,” LATEST ZOINON.

9. THE CONTRACTOR SHALL REPAR ANY DAMAGE 7D EXISTING INFRASTRUGTURE THAT IS CREATED DURING INSTALLATION OF CUR3 AKD GUTTER, SIDEWALK, STORM SEWER, SANITARY SEWER AND AS A RESULT OF HIS GONSTRUCTION CPERATICNS.
EXISTING PAVEMENT SHALL BE SAWCUT AT ALL CONNECTIONS 7O NEW PAVEMENT. SAW CUTIING OF EXISTING PAVEMENT SHALL BE SUBSIDIARY O OTHER MEMS.

10. ALL BOLLDERS, QEBRIS, EXCESS CONSTRUCTION MATERIALS, MATERMAL GENERATED FROM DEMOLITION OF EXISTING SIRUCTURES AND FACILTES OR TRASH SHALL BE REMOVED FROM THE STTE IN ACCORDANCE WiTH LOCAL, STATE AND FEGERAL LAWS
AT THE CONTRAGTOR'S EXPENSE.

1. THE GONTRAGTOR SHALL BE REQUIRED 70 PROVIDE WORK ZONE TRAFFIC CONTROL AND PROTECTION IN ACCORDANCE WITH THE "MANUAL ON UMFORY TRAFFIC CONTROL DEVICES,” LATEST EDITON.

12. THE CONTRAGTOR SHALL BE REQUIRED TO PROVIDE VENISULAR iNGRESS/EGRESS TO' ALL PROPERTIES DURING CONSTRUCTION OF THIS PROVECT AT ND ADDITIONAL GOST TO THE OWNER.

13, IN ACCORDANCE WITH GENERALLY ACCEPTED CONSTRUCTION PRACTICES, THE CONTRACTOR SHALL BE SOLELY AND COMPLETELY RESPONSIBLE FOR CONDMONS OF THE JOB SITE, INCLUDING SAFETY OF ALL FERSONS AND PROPERTY DLRING
PERFORMANCE OF THE WORK. THIS REQUIREWENT SHALL APPLY CONTINUOUSLY AND NOT BE LIMTED TOD NDRMAL WORKING HOURS.

14. THE DUTY OF THE CTTY ENGINEER 7O CONDUCT GONSTRUCTION REVIEW OF THE CONTRACTOR'S PERFORMANCE (S NOT INTENDED TO INCLUDE REVIEW OF THE ADEQUACY OF THE CONTRACTOR'S SAFETY WMEASURES IN CR NEAR THE CONSTRUCTION
SiT

15, ALL CONCRETE SHALL BE AIR ENTRAINED 3000 PSI MNWUN COMPRESSIVE STRENGTH AT 28 DAYS, CLASS "A", UNLESS OTHERWISE NOTED.

16, ML REINFORCING STEEL SHALL BE GRADE 60 DEFORULD AND SHALL CONFORM TO ASTM AS15, FOR BILLET STEEL.

17, ALL WELDED WIRE FABRIC SHALL CONFORM TO ASTM A185, SMODTH FABRIC WITH A ASTM YIELD STRENGTH ON 65,000 PSI

18. ThE TONTRACTOR SHALL BE RESPONSIBLE FOR KEEPING EXISTING ROADWAYS FREE OF MUD AND DEBRIS AT ALL TIVES.

19, THE CONTRACTOR SHALL BE RESPONSIBLE FOR COMPIVG WITH KPDES STORM WATER REGULATIONS,

20. LANDSCARING:

10PSOIL 4" MINIMUM SELECT TOPSOIL PREPARED AS SEED BED

SELDING 120 LBS/ACRE SEASONAL GRASS

FERILIZER  COMMERCIAL 13/13/13 AT 500 LBS/ACRE

MuLCH STRAW, WET THOROUGHLY AFTER PLACING

2i. ALL REINFORCED CONCRETE PIPE SHALL BE CLASS  UNLESS DICTATED BY DEPTH OF CONSTRUCTION, ALL PIPE WiLL BE PAID FOR COMPLETE, IN PLACE, INCLUDING EXCAVATION, BEDDING, AS A SUBSIDURY FTM TO THE PIPE,
22, THE CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING ALL PERMIS FOR CONSTRUCTION, IF AN AREA MORE THAN AN ACRE IS DISTURBED AT ANY ONE TIME THE CONTRACTOR WILL BE RESPONS'BLE FOR ADEW SERMITS.
23, THE CONTRACTOR SHALL BE RESPONSIBLE FOR CONGRETE TESTING ACCORDING TO THE £ITY OF HUNTSVILLE SPECIFICATIONS,

24. FOR WORK WHICH ND PAY (TEM i5 LISTED, THE COST OF SUCH WORK SHALL BE INCLUDED IN THE UNT PRICE BID FOR THE LISTED ITEMS.

25. THE REMOVAL OF INLETS, CULVERTS, WINGS, HEADWALLS, ABANDONED UTILUTIES, JUNCTION BOXES AND ANY MISCELLANEOUS ITEMS NOT SPECIFICALLY SHOWN AS A PAY fTEM SHALL BE A SUBSIDIARY OBLIGATICN OF TEU CLEARING AND GSUBBING.
26. ALL STORM DRAINS WITHIN 5 FEET OF THE BACK OF CURB SHALL BE BACKFILLED USING THE SAME PROCEOURES AND METHOD AS ROADWAY PIPE.

27. THE CONTRACTCR SHALL PROVIDE A MIN. 2.0° WIDE STR'P OF SOLID SOb AROUND THE PERMETER OF ALL PIPE END TREATMENTS.

2B, THE GONTRACTOR SHALL SEED AND WULCH OR SOD DISTURSED AREAS WiTHIN 14 DAYS OF DISTURBANCE AND MAINTAIN THOSE AREAS UNTIL ALL WORK 1S COMPLETE,

29, DEWATERING SMALL BE THE RESPONSIBILITY OF THE CONTRACTOR,

30. ALL TRAFFIC CONTROL MUST FOLLOW THE LATEST EDIMQON OF MUTGD.  ANY OEVIATION FROM MUTCD MUST BE SUBMITTED TO THE CTY ENGINEER FOR PRIOR APPROVAL,

31, THE CONTRACTOR WILL BE RESPONSIBLE FOR CLEANING DIRT AND DEBRIS FROM THE ADJOINING STREETS OURING CONSTRUCTION. ANY DAMAGE TO ADJOINING AND EXISTING STREETS MUST BE REPAIRED BY THE CONTRAZTOR DURMND THE
CONSTRUCTION OF THIS PROJECT.

32. NO FILL OIRT SHALL BE PLACED ON THE PROPERTY THAT MIGHT INTERFERE WiTH DRAINAGE FLOW ON ADJACENT PROPERTY, STORM DRAINAGE SYSTEM SHALL BE INSTALLED PRIOR 7O FILL VATERIAL BEING PLACED.

33, NEW STORM DRAINAGE CROSSING EXISTING SANTARY SEWER MAIN: STORM SEWER WILL BE INSTALLED AND BACKFILLED ACCORDING 7O PLAN. THE CITY OF HUNTSVILLE WATER POLLUTION CONTROL DRISION WitL RUN A TV TEST ON THE EXISTNG
SANITARY SEWER 70 CHECK FOR ANY WISALIGNMENT OR SETTLEMENT GF THE SANITARY SEWER LINE UNDER THE NEW STORM SEWER PIPE. IF SETTLEMEMT, CAUSED BE THE NEW STORM SEWER IS DETECTED, THEN THE CONTRACTOR WILL BE REQU'RED
7O MAKE THE NECESSARY REPAIRS 70 THE SANITARY SEWER LINE.

34. THE CONTRACTOR SHALL BE RESPONSIBLE FOR STORING CONSTRUCTION MATERIALS IN A LOCATION APPROVED BY THE CITY ENGINEER. CONTRACIOR SHALL BE RESPONSIBLE FOR RESTORING BAVAGED YARDS AND R PROPERTY DUE 70 STORAGE
OF MATERIAL WiTHOUT ADDITIONAL COST TO OWNER.

35. NO CHANGES SHALL BE MADE TO THESE APPROVED PLANS WITHOUT THE CY ENGINEER BEING NOTIFIED BEFORE CHANGES ARE MADE, AND ACQUIRING APPROVAL FROM THE CITY ENGINEER,

36. CONTRACTOR SHALL NOTIFY RESIDENTS BEFORE REMOVING DRVEWAYS OR OPENING TRENCHES THAT WILL PREVENT RESIDENT FROM USING DRIVEWAY. CONTRACTOR SHALLL COORDINATE HIS WORK AS MUCH AS DRACTICAL 0 AVO'D NTERFERENCES
WitH ACCESS TO HOUSES.

37. CONTRACTOR SHALL ASSIST IN GARBAGE PICK-UP TO WAKE SURE CRY GARBAGE SERVICE IS PROVIDED. CONTRACTOR SHALL ASSIST IN MAIL SERVICES 70 HOUSES.
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